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8.5 2400 6.5 600 4.5 150 2.5 38 
8.4 2239 6.4 560 4.4 140 2.4 35 
8.3 2089 6.3 522 4.3 131 2.3 33 
8.2 1949 6.2 487 4.2 122 2.2 30 
8.1 1819 6.1 455 4.1 114 2.1 28 
8.0 1697 6.0 424 4.0 106 2.0 27 
7.9 1583 5.9 396 3.9 99 1.9 25 
7.8 1477 5.8 369 3.8 92 1.8 23 
7.7 1378 5.7 345 3.7 86 1.7 22 
7.6 1286 5.6 322 3.6 80 1.6 20 
7.5 1200 5.5 300 3.5 75 1.5 19 
7.4 1120 5.4 280 3.4 70 1.4 17 
7.3 1045 5.3 261 3.3 65 1.3 16 
7.2 975 5.2 244 3.2 61 1.2 15 
7.1 909 5.1 227 3.1 57 1.1 14 
7.0 849 5.0 212 3.0 53 1.0 13 
6.9 792 4.9 198 2.9 49 0.9 12 
6.8 739 4.8 185 2.8 46 0.8 12 
6.7 689 4.7 172 2.7 43 0.7 11 
6.6 643 4.6 161 2.6 40 0.6 10 

            0.5 9 
            0.4 9 
            0.3 8 
            0.2 8 
            0.1 7 

NOTE:        
These listed values can differ due to tolerances in components, unit configurations or measuring instruments. 
The unit power adjustment is always relative to the maximum unit power and the related flash power in Ws can differ. 
No guarantee for misprints! 
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